240 VAC,
single Phase

Encoder Cable
to spindle Servomotor
(MR-JCCBL2M-L)

— ¢ |

1

]

L3
L1
(on TE2)
L22
CN1A
RD | 19
CcoM| 9
INP 18
PISR| 4
OoP 11
opC| 11
CoM| 9
PP [ 3
SG 10
NP 2
CR | 38
SG | 20
SD | plate
EMH o
15
SEN] s
RES | 14
PC | 8
TL 9
LSP 16
LSN | 17
SG | 10
PISR| 11
TLA | 12
LG 1
SD | plate
CN2

MR-J2S-20A

CN1B

To Corresponding
terminals on
spindle servomotor

240 VAC,

single Phase

L

L1

L

CN1A
6 |LA
16 |LAR
7 LB
17 | LBR
1 LG
5 Lz
15 |LZR
plate | SD

Emergency Stop

Encoder Cable
to EDH Servomotor

(MR-JCCBL2M-L)

Gear Hobber Wiring

(on TE2)
L22
CN1A
RD| 19
coMm| 9
INP | 18
PISR| 4
op | 11
opC| 11
com| 9
NP | 2
NG | 12
PP | 3
PG | 13
SG | 20
SD | plate
EMH o
- |15
SN s
RES | 14
PC | 8
L | 9
LSP | 16
LSN| 17
SG | 10
PISR| 11
TLA| 12
G | 1
SD | plate
CN2

MR-J2S-70A

v ———mo

To Corresponding
terminals on
EDH servomotor

A

CN1A
6 |[LA
16 | LAR
7 LB
17 |LBR
1 LG
5 Lz
15 | LZR

plate | SD






